
 

Inside view of overhead door with standard 2” rollers. 

Green Hinge and OEM hinge thickness can vary slightly (known as 
tolerance), which may cause some plastic sleeves to fit tightly. 

After installation, roller shafts should move smoothly with little friction. 
If roller shafts feel tight, remove the sleeve to prevent door damage. 

For Installation AssistanceFor Installation AssistanceFor Installation AssistanceFor Installation Assistance    
Call  920Call  920Call  920Call  920----834834834834----3848384838483848    

 

If your If your If your If your existingexistingexistingexisting    bottom hingesbottom hingesbottom hingesbottom hinges    

are NOT marked # 1 are NOT marked # 1 are NOT marked # 1 are NOT marked # 1 ----    PLEASE CALLPLEASE CALLPLEASE CALLPLEASE CALL    

If your door is connected to an automatic opener, be sure to disengage the 
opener and disconnect power and battery backup before beginning work. 
If you do not have an automatic opener continue to step 4. 

NOTE:  Silver springs are for residential doors under 12’ wide, 
Gold springs are for commercial doors and residential doors 12’ wide and over. Hinge system must be installed by a professional technician. 

* For wooden door application, door  
must slide against vinyl door stop.  

(Not wood against wood) 

 If Any  
Popping  
Occurs, 

Lubricate 
Here 

Only Insert 
Roller Into 
This Tube 


